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PS-ACHS-INV-2T/4T

CARATTERISTICHE GENERALI - DESCRIPTION 

Pompa di calore aria-acqua in grado di soddisfare le esigenze di riscaldamento, raffrescamento e produzione di acqua calda sanitaria di 
impianti residenziali/commerciali di piccole dimensioni. 

Unità idonea per installazione esterna in abbinamento con impianti a ventilconvettori ed impianti radianti. Il sistema di regolazione permette 
non solo la gestione del circuito frigorifero ma di tutto l’impianto con la possibilità di scegliere diverse soluzioni sia per l’impianto di 
riscaldamento e raffreddamento sia per la gestione dell’acqua calda sanitaria. E’ prevista inoltre la possibilità di integrazione con pannelli 
solari o altre fonti di calore. La funzione riscaldamento ottimizza la temperatura dell’acqua prodotta in funzione della temperatura esterna 
attraverso curve climatiche adattabili alle caratteristiche dell’edificio. E’ possibile controllare la temperatura di un serbatoio di accumulo di 
acqua calda tecnica (per produzione ACS) ed eventuale accumulo acqua calda/fredda impianto (non necessario essendo l’unità di tipo 
inverter). 

Ideale soluzione per sostituire una caldaia con possibilità di avere acqua fredda per il condizionamento.; la funzione raffreddamento è 
realizzata tramite l’inversione del circuito frigorifero. Durante il funzionamento in raffreddamento, solo nella versione 4T, è possibile 
recuperare il calore in eccesso (della condensazione) per la produzione di acqua calda sanitaria (a costo zero).  L’orologio programmatore 
interno permette di definire diverse fasce orarie giornaliere per riscaldamento, raffreddamento e produzione di acqua calda sanitaria.

Air-water heat pumps suitable to satisfy the heating, cooling and domestic hot water production requirements of residential plants of small 
and medium size. 

Units for outdoor installation suitable to be applied to radiators plants as well as to fan coil units and radiant floor system.  The control 
system allows to manage not only the refrigerant circuit but the whole plant with the possibility to choose different solutions both for the 
heating and cooling plant and for the domestic hot water management. The possibility of solar panels or other heating sources integration is 
also available.  The heating function optimizes the flow water temperature according to the outdoor temperature through climatic curves 
adaptable to the building features.  The domestic hot water management allows to control the three-way valve, the storage tank and the 
antilegionella cycles (if necessary). 

The cooling function is realized through the refrigerant cycle inversion. During cooling mode operation a part of the heating power in excess 
can be recovered for the domestic hot water production (free of charge).  The internal programmer clock allows to define different daily 
switching programs for heating, cooling and domestic hot water production.domestic hot water production.

POMPE DI CALORE REVERSIBILI ARIA-ACQUA INVERTER CON PRODUZIONE DI 

ACQUA CALDA SANITARIA (2 e 4 TUBI)

REVERSIBLE AIR-COOLED INVERTER HEAT PUMP UNITS WITH PRODUCTION OF

 HOT SANITARY WATER (2 & 4 PIPES)

60°C

INVERTER

Classe di efficienza A++

Efficiency Class A++
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Tipo di refrigerante: R410ARefrigerant type: R410A


