
 



/PS-ACW/C/S&T PS-ACW/H/S&T 

REFRIGERATORI DI LIQUIDO E POMPE DI CALORE CONDENSATE AD ARIA CON SCAMBIATORE A 
FASCIO TUBIERO 

 

AIR-COOLED WATER CHILLER UNITS AND REVERSIBLE HEAT PUMP UNITS VERSION WITH SHELL & 
TUBES HEAT EXCHANGER. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 VERSIONI DISPONIBILI - AVAILABLE VERSIONS 

’Batteria a microcanali — Microchannels heat exchanger 

*Refrigerante- Refrigerant R452B ’INVERTER 
 
 

CARATTERISTICHE GENERALI - DESCRIPTION 

I refrigeratori di liquido e le pompe di calore condensate ad aria mod. PS-ACW/C/H/S&T della PST Clima sono la soluzione ideale 
per medie e grandi ambienti civili e industriali. Sono unità condensate ad aria con refrigerante R410A con potenza frigorifera 
da 200 kW a 684 kW. Fornite di ventilatori assiali per installazioni all’esterno, sono dotate di compressori Scroll, ad elevata resa 
e basso assorbimento elettrico, e scambiatori a fascio tubiero. Questi refrigeratori di liquido normalmente vengono abbinati ad 
unità terminali, per la climatizzazione di ambienti o possono essere utilizzati per processi industriali. Operazioni di 
manutenzione molto ridotte grazie all’alta affidabilità delle macchine stesse e dei componenti utilizzati. Ampia gamma di 
accessori a disposizione che possono essere montati in fabbrica o su richiesta forniti separatamente. 
La nostra gamma è composta da unità con ventilatori assiali per l’installazione all’esterno in versione solo freddo (mod. PS- 
ACW/C/S&T) o in pompa di calore reversibile (mod. PS-ACW/H/S&T). Sono disponibili su richiesta taglie con capacità maggiori. 

 

The Pst Clima air-cooled water chiller units and air-cooled heat pump units are the ideal solution for medium size and big civil 
and industrial contexts. Projected with refrigerant type R410A with a cooling capacity range from 200 kW up to 684 kW. These 
units are equipped with axial fans for outdoor installations, Scroll compressors with high performance and low electrical 
absorption and plate shell & tubes. They are usually connected to water terminal units like fan coil type for small applications 
and        for        the        air        conditioning        in        small        environments        or        for        industrial        applications. The 
high reliability of the units and of the components installed inside allow an easy and fast maintenance. We can offer a wide range 
of accessories which can be factory installed or separately supplied. 
Our range include the units with axial fans for outdoor installation in cooling only version (mod. PS-ACW/C/S&T) and the 
reversible heat pump units (mod. PS-ACW/H/S&T). On demand other sizes with bigger capacities are available. 



*The data shown above in the table may differ slightly from the detailed technical selection of the product. 

   I dati sopra riportati in tabella possono differire leggermente dalla selezione tecnica dettagliata del prodotto 

 

 DATI TECNICI - TECHNICAL DETAILS 
 
 

PS-ACW/S&P  200 230 250 270 300 330 370 400 450 510 550 620 700 

Capacità raffreddamento¹ 
Cooling capacity 

KW 200,0 224,0 248,0 270,0 302,0 328,0 367,0 404,0 445,0 510,0 551,0 614,0 684,0 

Potenza assorbita raffreddamento¹ 
Cooling power absorbation 

KW 70,0 80 86 97 105 115 121 136 158 174 186 214 250 

Rendimento ¹ 
Efficiency 

EER 2,86 2,80 2,88 2,78 2,88 2,85 3,03 2,97 2,82 2,93 2,96 2,87 2,74 

Capacità riscaldamento² 
Heating capacity 

KW 229 252 280 304 336 362 401 442 512 581 626 698 791 

Potenza assorbita riscaldamento² 
Heating power absorbation 

KW 74 83,0 91 106 109 123 130 145 167 186 204 226 257 

Rendimento ² 
Efficiency 

COP 3,09 3,04 3,08 2,87 3,08 2,94 3,08 3,05 3,07 3,12 3,07 3,09 3,08 

Quantità compressori/circuiti 
Compressors/circuits quantity 

Nr 3+3 / 2 4+4 / 2 5+5 / 2 6+6 / 2 

Portata acqua 
Water flow 

l/s 9,44 10,58 11,71 12,75 14,26 15,49 17,33 19,08 21,01 24,08 26,02 28,99 32,40 

Perdita di carico 
Pressure drop 

Kpa 45 42 45 50 48 56 55 45 33 43 54 59 46 

Livello pressione sonora 
Sound pressure level 

dB A 66 66 67 69 67 69 70 68 69 68 70 72 73 

Alimentazione 
Power supply 

V/Ph/Hz 400/3/50 

Corrente massima assorbita 
Max absorbed current 

A 152 166 179 191 216 233 250 274 316 350 375 422 490 

Connessioni idriche 
Water connections 

DN 100 150 

Dimensioni unità 
Unit dimensions 

mm 
(L-P-H) 2800x2200x2100 4000x2200x2100 5000x2200x2100 

Peso totale 
Total weight 

Kg 1703 1723 1813 2003 2253 2532 2642 2691 3283 3383 3565 3605 4000 

 

 

 

 

 

 

Reference conditions: Condizioni di riferimento: 
- 1: water temperature 7/12°C, air temperature 35°C 1-temperatura acqua 7/12° C, temperatura aria 35°C 
- 2: water temperature 45/40°C, air temperature 7°C b.s./6°C b.u. 2- temperature acqua 40/45°C, temperatura aria 7°C b.s./6°C b.u. 
- 3: sound pressure level measured at 1 m front unit 3- livello di pressione sonora misurata a 1 m dall’unità 

Refrigerant type: R410A, R452B or R454B on demand Tipo Refrigerante: R410A , su richiesta R452B o R454B 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
PST Clima Srl 
Via Pietro Candiano, 8 
36016 Thiene (VI) - ITALY 

Tel. +39 0445 540348 

vendite@pstclima.it 
export@pstclima.it 
www.pstclima.it 

Made in Italy 
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